THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF VTE INCORPORATED., ANY REPRODUCTION
IN PART DR WHOLE WITHOUT THE WRITTEN PERMISSION OF VTE INCORPORATED IS PROHIBITED. VTE MAKES NO

WARRANTY, EXPRESSED OR IMPLIED, AS TO THE SUITABILITY OF A PRODUCT FOR ANY INTENDED USE. THE CUSTOMER
SHALL BEAR THE SOLE RESPONSIBILITY OF DETERMINING THE SUITABILITY OF ANY VTE PRODUCT FOR ITS END USE.

SECTION A-A
TYP. WALL THICKNESS
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VTE PART NO:
MATERIAL:

VENDOR PART NI
SHORE DUROMETER:
SPECIFIC GRAVITY:
ULT. ELONGATION 7
MELTING TEMP:
BRITTLE TEMP:

TENSILE STRENGTH PSIL
DIELECTRIC STRENGTH, V./mil
UL. RATING
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LTR. REVISIONS DATE | INT,
& [ UPDATED DIMENSIONS | U-2-0 | RAS
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SEAL DETAILS
SEAL THICKNESS = .030” [.81]
SEAL TOLERANCE: +.030/-.010 [+.8/-.23]
[1.5] WIRE GAGES' 8 - 2
—
0.845 [21.471
\
SCALE FACTOR + NONE
ALL DIMENSIONS GIVEN AS: In [mm]
TOLERANCES UNLESS OTHERWISE SPECIFIED
MOLDED PARTS: +.030° [+0.8mm]
ALL ANGLES ARE * 1 DEGREE
VTE Incorporated
1101630114 5437 Roblnson Road, P.0. Box 790
PVC 3% Pellston, Michigan 49769
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“A” 10 SEC. 65 FAXI 231-539-0914
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